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P.C.B LAYOUT TOP VIEW
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REVISIONS

REV | ECN DESCRIPTION DATE BY

SPECIFICATION:
Electrical:
B Current Rating:l.5Amp MAX. G2B'C
B Voltage Ruting:100VAC MAX.
B Insuistion Resistance:000 Megolms MIN.
B Contact Resistance:20 milliches MMX. (Initial)

B Vithetanding Voltage:
Contast %o Comtast: 1,000 VEC or AC Fesk for 1 nlnste
Cantast %o Skiold : 1,000 WIC or AC Fusk for 1 nimte

B Operating Tenperature:-40 TGS
B Storage Tempersture: ~40 C™485C
8 Durability: 750 Mating Cycles MIN.
Material:
B Howsing:High Teperature Thermplastic ULOV-0
B Tasert s Kigh Tenpersture Thermplastic ULSIV-0,
B Contact: T=0.35mm Phosphor Bronze
50u” Nickel Underplating,
15u” Gold Plating Over Nickel In Contact,
100u” TIN Plating Over Nickel In Solder Area.
B Shield: C2680 with Pre-Ploted Ni 30u ® Thickness
t=0.26mm
Wave Soldering: 280+/-8TC,5 ssc max;
Resistance to solder : 3004/-8C,10 +/- lssc
packaging: Tray

Part No.: PJ-D1-FY00-P1021-F

Platint Gold
R:G/F
1021:
AWM, W4.57mm

PWITH SHIELD, NO MARK

F:&Point 8Contact

Plastic Naterial
Y:PAST

Plastic Colour
00:BLACK

TOLERANCE

SIGNATURES

DATE
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+0.5¢
+0.25

DESIGN:

A
HUNTER EEABBHHRAE

Carl 2024-03-06

CHECKED:

RETHUTHRAE

Dovid 2024-03-06

APPROVAL:

Andy RJ45 W/ LED 2X1

2024-03-06
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